ISOLATOR | SPRING | RATED
| NUMBER RATE LOAD COLOR

| SOHB-2 25 35 WHITE
SOHB-5 50 74 YELLOW
L J SOHB-10 100 142 BROWN
SOHB-20 200 220 BLACK
SOHB-30 300 3524 BLUE
SOHB-40 420 420 RED
SOHB-50 500 940 ORANGE

SOHC-17 175 300 BLACK
SOHC-26 265 404 YELLOW
SOHC-35 350 462 TAN
SOHC-50 500 600 ORANGE
SOHC-65 650 800 BROWN
SOHC-80 800 900 BLUE
SOHC-95 967 1200 GREEN
SOHD-20 200 250 BLUE
SOHD-35 350 420 BLUE/RED*
SOHD-50 500 700 YELLOW
SOHD-78 775 1085 YELLOW/ORG*
ISOLATION SOHD-82 820 1500 RED

WASHER SOHE-97 | 970  [1746 RED/RED*
SOHE-110 [1095 | 1861 RED,/ORANGE*
SOHE-163 |1630 | 2412 RED,/WHITEX

NOTES:

1. SPRING CUPS TO BE MIL—GALVANIZED FINISH,
SPRINGS TO HAVE STANDARD MODIFIED URETHANE ENAMEL
FINISH.
OPTIONAL—~ PLASTIC COATING

% ' 2. RODS, NUTS, & WASHERS ARE NOT FURNISHED WITH HANGER
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